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Summary

Glass thermometers for machines are used for temperature measurement in gaseous and liquid media and vapours in
pipelines and tanks.

V-shaped glass thermometers are generally suited to rough operating conditions. They are resistant to humidity,
ammonia gas or salt-laden air (seawater) and many aggressive media.

According to DIN 16181-Straight, DIN 16182-Vertical and Angle 110x30 mm. V-shape body.
According to DIN 16189-Straight, DIN 16190-Vertical and DIN 16191-Angle 200x36 V-shape body.

Range Scale
Type Standart Model °C Division

30 +50
0 460
0+100
0+120
110x30 mm. DIN16181 CT-110 0+160
Straight 0+200
200x36 mm. DIN16189 CT-200 04300
0 +400
0 +500
0 +600

E.

N N N kM R R = = =

-30 +50
0 +60
0+100

110x30 mm. DIN16182 | CT-110 0+120
0 +160

200x36 mm. DIN16190 | CT-200 0+200
04300
0+400
0 +500
04600

Vertical

N o M A AR R = = =

-30 +50
0 460
0+100

110x30 mm. CT-110 0+120

Ang IE‘ 0+160
200x36 mm. DIN16191 CT-200 0+200

0+300
0+400
04500
0+500

N N N kM R R = = =
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Technical

¢ Body: Cast Aluminum, golden yellow anodized
¢ Dimensions: 110x30mm. and 200x36 mm
4 Connection type: Straight (DIN 16181), Vertical (DIN 16182) and Angle-135° for 110x30 mm.

Straight (DIN 16189), Vertical (DIN 16190) and Angle-135°(DIN 16191) for 200x36 mm.
4 Range: -30/50 °C to +600 °C
4 Immersion length: 63,100,160, 250, 400 mm.
# Working pressure: 6 Bar for Brass immersion tube.

25 Bar for Stainless steel immersion tube.

# Immersion tube material: Brass or Stainless Steel,

# Immersion tube diameter: 10 mm.

# Connection: R 1/2", option 1/2" NPT, M20x1.5,..

# Accuracy: 1% of F.S.

# Capillary glass: prismatic capillaries.

# Liquid filled: toluen for <200 °C, mercury for >200 °C.
4 Scale: Black print on Body.

How to Order

Please specify the following properties when the thermometer ordering.

- Model,

- Body length,

- Connection type (Straight, Vertical, Angle),

- Range and Temperature unit (°C, F),

- Immersion tube material (Pa-Stainless,Pi-Brass),
- Connection thread,

- Immersion length,

- (Option; Thermowell special scale..)

(e el CT-200-Pa-160 C-Vertical-R1/2-63

Dimensions (mm.)

Typa a |BW| R ] Typsa a |[SW|R | T a |[SW| R ]
CT-110) 110 | 27 (42710 CT-180 ) 110 | 37 1.7 10 CT-110) 190 | 27 |12
CT-200) 280 | 27 |12 |10 CT-200| 250 | 27 | 27| %0 CT-200| 250 | I7 | 27|10

Eryaman AvM. 2.Cad No:11/50 06753 Ankara-TURKEY « Tel: +80 312 278 44 51 « Fax: +90 312 279 55 58 « e-mail; info@teknopoli.com - web: hitp:/fwsw tekmopaoli.com



	ENön
	BimetalThermometer
	BimetalThermometer2
	BimetalThermometer4
	BimetalThermometer3
	StandartThermometer1
	BimetalThermometer6
	BimetalThermometer7
	BimetalThermometer8
	BimetalThermometer9
	BimetalThermometer10
	BimetalThermometer11
	BimetalThermometer12
	GlassThermometer1
	GlassThermometer2
	Thermowells_Sayfa_1
	Thermowells_Sayfa_2
	ENarka

